
SUPERCRANE

376

The Preston Hire SuperCrane™ 376 features a six-section hydraulic boom to allow a maximum 
hook height of 14.9m. The middle size mini-crawler crane can be operated either from the onboard 
operator seat or from a distance using a remote control. 

Its class-leading boom length of 14.61m brings wide working radius and excellent lifting height.
Consider the possibilities...

• 2.9t
• Max Boom Length 14.61m

 

• Max Lifting Height 14.9m

 

•

    

 

•

  • Total width 1.3m

 

•

    

Weight 4010kg

TM

Safe load 
indicator

Max working radius 14.45m
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WORKING RANGE

376
SPECIFICATIONS SUPERCRANE TM
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DIMENSIONS

TRACK

MIN. T RANSPORT WIDTH

Length 4340mm

Width 1300mm

Height 1805mm

Weight 4020kg

Width 300mm

Overall Track 1300mm

Overall Unit 1300mm

Max. capacity Max.          3030kg at 2.5m 

Max. working radius (main boom) 100kg at 14.45m

Max. working radius (fly jib) N/A

Max. lifting height (main boom) 14.9m

Max. lifting height (fly jib) N/A 

CAPACITY

4565mm

2100mm

3530mm970mm

1080mm
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Working radius
Outrigger (m)

FOURTH STAGE EXTENDED      8.04 - 10.23M BOOM LENGTH

Working radius
Outrigger (m)

THIRD STAGE EXTENDED       5.85 - 8.04M BOOM LENGTH

LOAD CHART

 

376
LOAD CHART SUPERCRANE

The total rated load charts are based on the actual working radius including boom deflection.

Disclaimer : All information provided in this publication is correct at time of printing. Please contact
Preston Hire for any updated versions.

TM
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Working radius
Outrigger (m)

   
   

     

     

      

 

 

 
 

       

 

   

 

 

      

        

       

 

     

SECOND STAGE EXTENDED 3.63 - 5.85 BOOM LENGTH

Max-extended (kg)

Working radius
Outrigger (m)

FIFTH STAGE EXTENDED    10.23 - 12.42M BOOM LENGTH

     

Max-extended (kg)

Max-extended (kg)

Max-extended (kg)

up to 2.7 3.0 3.5 4.0 4.5 5.0 5.5 6.0 7.0 7.88

2,240 2,090 1,650 1,400
 

1,220 1,070
 

950 840
 

690 590
  

 
 

 
  

2,240 2,060 1,570 1,220
 

1,020 830 650 510
 

300 190

up to 4.0 4.5 5.0 6.0 7.0 8.0 9.0 10.07

1,040 930
 

840 730
 

620 520 470 380
 

  
  280

1,030 820
 

640 470
 

310 220 130 90

up to 4.5 5.0
 

6.0
 

7.0
 

8.0
 

9.0
 

10.0
 

11.0
 

12.26

750 620
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340 300
 

270 240
 

230
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up to 4.9 5.5 6.0 7.0 8.0 9.0 10.0 11.0 12.0 13.0 
14.45
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Working radius
Outrigger (m)

SIXTH STAGE EXTENDED     12.42 - 14.61M BOOM LENGTH

Max-extended (kg)

MIN-extended (kg)

Min-extended (kg)

Min-extended (kg)

Min-extended (kg)

Min-extended (kg)

up to 2.0

 

2.5

 

3.0

 

3.5

 

4.0

 

4.5

 

5.0

 

5.69

3,000 3,000 2,350 1,950 1,670 1,450 1,300 1,070
    

3,000 3,000 2,170 1,500 1,120 900 720 470



      

 

 

 

 

 

 

  
 

 

 

 

  

 

SPECIALISED EQUIPMENT HIRE
SOLUTIONS

Preston Hire - New Zealand
31 Patiki Rd, 
Avondale, Auckland 1026 

 

nzsales@prestonhire.co.nz

*Preston Hire available across Oceania

 

 

  
  

 

Service Facility Location

Auckland

Christchurch
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